SINGLE-CLAMP HOT-MELT PERFECT BINDER/PADDER

860 Sterling DigiBinder

ROSBACK




ROSBACK 860 Sterling DigiBinder — Professionally finished books on demand

The Rosback Model 860 Sterling DigiBinder is a STANDARD

machine built for the twenty first century. EQUIPMENT:
Whether you are a printer, an in-plant printer, an

on demand printer, or even a bindery, the Sterling Auto Clamp
DigiBinder will fill the job. Auto Nipping

The Rosback Sterling DigiBinder will bind books Notching/Roughing

automatically with a touch of a button. The book

thickness is self-adjusting. Simply place the book Side Gluing Attachment
in the clamp and the Sterling DigiBinder will do 1-Tool Kit

the rest: it automatically sets the clamp thickness.

The unique blade roughs and notches the entire Fume Exhaust
book spine. Twin glue rollers apply an even

amount of glue and the nipper automatically

adjusts to the book thickness.

Only a few manual adjustments need to be made.

Q9
o Set the glue temperature 220

e Set the nipper dwell time

e Set the book height for the nipper plate Digital Display Control Panel Clamp for up to 2" thick by
12-1/2" long book
The latter allows you to bind books with case

bound covers on down to light cover stock.

Bind book samples or commercial distribution.

Good for runs of one to hundreds and thousands, D — |
built for thousands of runs. The user-friendliness v ]
of the Sterling DigiBinder will astound you. No

jam ups, no setups. One touch perfect binding is . BOOK THicKNgss

here with... ¥ L w!"‘m """"

The Rosback Model 860 Sterling DigiBinder. %

860 Sterling DigiBinder Specifications

Sheet Sizes Easy dial setup for Book Exhaust for glue fumes
Max Book Thickness 2” (50 mm) Thickness
Max Spine Length 12.5” (317.5 mm)
Dimensions
Length 50” (1280 mm)
Width 18” (450 mm)
Height 157 (370 mm)
Warm-up Time
Minutes | 30
Weights
Net | 285 Ibs. (130 kg)
Electrical*
Standard | 220 vac, 50/60 Hz, 1 Ph
Cycle Speed

ith Si her f fe
Books per hour | Up to 360 Glue Pot with Side Gluer Cutter & .Not.c er for perfect
glue applications

*Contact Rosback for alternate electrical requirements.
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